




































 



 



 



 

 



 

 



 

  Annexure-A 

  Additional Technical parameters of  products/ work  

1.    PWD specifications for Electrical works -2012 (as amended upto date), relevant IS codes, 
National Building Code / National Lighting Code / National electric Code / Indian Electricity Rules 
(all as amended upto date ) shall be treated as part of this Electric BSR-2022 for the purpose of 
detailed specifications & clarifications, if any. Henceforth this BSR-2022 shall be considered as 
part of all contracts/ agreements, controversy / dispute in interpretation of BSR -2022, decision 
of Chief Engineer (Electrical) PWD Rajasthan shall be final & binding. 

2.     Agency must ensure to take prior approval for makes and models in writing before / at the 
time of layout  by Engineer-in-Charge as per specifications with submitting TDS of products & all 
items used from any particular chapter of this BSR for any individual project, should be of same 
brand which is approved before execution as per availability. 

3. OEM installation manual guideline practice for execution of work at site must be followed by 
agency's engineer & verified by department.  

4. Agency must ensure to execute all hidden items in presence of engineer-in-charge or site 
engineer. GPS Photo be attached at the time of measurement. 

5.     Tests of specified items below must be done in Government approved OEM's authorized 
Labs / outsource from government approved any authorized Lab by agency & no extra payment 
shall be made for below mentioned  tests & procedures at all :-↓ 

Sr.No. Item Name 

Tests must be done in Government 
approved OEM's authorized Labs / 
outsource from government 
approved any authorized Lab as 
mentioned below :- 

  ↓ 01 test if quantity in BOQ/execution is 
more then ↓ 

1 Wiring  accessories  (switch / socket)  500 wiring points 

2 Wiring  accessories Regulator / dimmer  150 Nos. 
3 PVC / Steel  Conduit (Total of all sizes)  500 wiring points 

4 
Sheet Steel Box/ M.S. Box/ GI Box/ PVC Box 
(Total of all sizes)  300 Nos. (Total of all sizes) 

5 MCB/RCCB/Isolator (1 Pole to 4 Pole)                              
( Total of all amp rating) 

 150 Nos. (Total of all amp rating) 

6 
Ceiling Fan/ Exhaust /fresh air/ wall mounting 
fan. (Total All sizes)  

 100 Nos. (Total All sizes)  

 
6. Factory Inspection for testing of specified items below must be done in Government approved 
OEM's authorized Labs by departmental Engineer. Agency must ensure to make all necessary 
permission and arrangements for the visit & no extra  payment shall be made for all this 
procedure :-↓ 



 

Sr.No. 

Item Name Factory inspection for testing in 
Government approved OEM's 
authorized Labs by department 
engineer as mentioned below:- 

  ↓  If quantity in BOQ/execution is more 
then ↓ 

1 Indoor LED Lighting fixture all types  200 Nos. 

2 Outdoor LED Lighting fixture all types  50 Nos. 

3 Lattice tower all sizes 5 Nos. 

4 Air Conditioner  30 Nos. 

5 Air cooling machine/ Chillers 5 Nos. 

6 
Street light pole  30 Nos. 

7 Transformer  compulsory for Each quantity 

8 High mast pole  compulsory for each if height is16 Mtr. 
or more. 

9 DG set  compulsory for Each quantity 

10 RMU compulsory for Each quantity 
11 Bus Bar Trunking compulsory for Each quantity 

    

7.     Any Items can be send for testing by Engineer-in-Charge in Government Authorized any 
approved Lab. Payment of testing charge shall be borne by department for that. Agency is 
liable to make all necessary arrangement to send the sample & get reports from lab without 
any extra cost. 

8.     Agency will submit minimum one year valid guarantee certificate of Product & Liable 
product genuineness purchase proof  from OEM/ Authorized Dealer . 

9. Appropriate/ Routine type Test Certificates/ reports related to IS code with liable standard  
warranty proof / certificate of product from OEM / authorized dealer  shall be submitted by 
agency during / at the time of execution & duly  verified by Engineer-in-Charge. 

10. Agency must ensure to prepare  the Satisfactory installation service report  from OEM 
engineer for major items like DG set, Transformer, PSS, RMU, Fire fighting pumps, VRF/VRV, 
package AC units, ACB, High Mast (16 mtr. or higher)  etc. and submit the same in Engineer In 
charge office. All record be kept with agreement file. 

Executive Engineer (Elect.-III), 
JDA, Jaipur 

 

 

  



 

SCHEDULE AND SPECIFICATIONS 
 

 

SCHEDULE – A: INFORMATION USEFUL FOR THE CONTRACTORS: 
The bidder should see the site and fully understand the conditions of the site before bidding and include all leads, 
lift etc for the material in his item rate/percentage to be quoted on the rates given in Schedule ‘G’. The work shall 
be carried out in accordance with the Rajasthan PWD detailed specification and to the entire satisfaction of the 
Engineer – In – Charge of the work. 
 

SCHEDULE – B: LIST OF THE DRAWING TO BE SUPPLIED BY THE DEPARTMENT 
The drawing may be seen in the office of the undersigned. 
 

SCHEDULE – C: LIST OF THE DRAWING TO BE SUPPLIED BY THE CONTRACTOR: List of the drawing to be supplied by 
the contractor NIL. But the contractor shall have to arrange at his own cost drawings required for the work after 
deposition necessary cost with JDA. 
SCHEDULE - D: TEST OF THE MATERIALS: 
 

The test of the materials and workmanship shall be conducted by the JDA staff as necessary. The result of such tests 
should confirm to the standards laid down in the Indian standard & or the standards laid down in the detailed 
specifications of the work by the contractor. Qualified personnel required as per the contractor enlistment rules 
shall have to be engaged at site by the Contractor. The authority reserves the right to engage such staff and recover 
the expenses from the contractor on such account in case of his failure to do so. 
SCHEDULE – E: SAMPLES OF THE MATERIALS: 
The sample of the materials to be used by the contractor shall be deposited 15 days in advance with the Engineer In 
charge and be got approved by him before use.  
SCHEDULE - F: TIME OF COMPLETION: 
 The work should start within 10 days of the issue of the work order and complete within time limits.  
SCHEDULE – G: ATTACHED SEPARATELY BASED ON APPLICABLE BSRs IN JDA.  
SCHEDULE – H: SPECIAL CONDITION: Attached Separately. 
SCHEDULE – I: COST OF TENDER DOCUMENTS, PROCESSING FEES & BID SECURITY.  

The Bid Processing fee is payable in favor of M.D. RISL & Cost of bid document & Bid Security is 
payable in Favour of the Secretary, JDA, Jaipur. Bidders have to pay bid processing fees, cost of bidding 
documents, and Bid Security Online. If a bidder opts to deposit the bid security through bank guarantee, 
the bank guarantee should be valid for the next seven months after the bid opening date. A copy of the 
such bank guarantee will be required to be attached with the bid submission documents uploaded on 
the E-procurement portal of GOR. The bank guarantee will be physically handed over upto prescribed 
time to Nodal officer of the on-line tendering system of JDA i.e. D.D( E&B) in room No. 215N Extension 
building, JDA, JLN marg, Jaipur, as per specified in bidding documents,  
Annexure-1.    Special Conditions of Contract regarding defect liability period. 
Annexure-2A. Bank guarantee will be in specified Performa enclosed with this bidding document for Bid 

Security. 
Annexure-2B. Bank guarantee will be in specified Performa enclosed with this bidding document for 

Performance Security.  
Annexure-A. Compliance with the code of integrity and no conflict of interest (RTPP Act/Rules). 
Annexure-B. Declaration by the bidder regarding qualifications (RTPP Act/Rules). 
Annexure-C. Grievance Redressal during the procurement process (RTPP Act/Rules). 
Annexure-D. Additional Conditions of Contract (RTPP Act/Rules). 
Annexure-E. Process for Tender Participation & Depositing Payment on ‘Online Tender Participation’ 
Portal of JDA & Bid Submission on ‘e-Procurement Portal’ of Government of Rajasthan. 

            
Executive Engineer-(Elect.-III) 

JDA, Jaipur 



 

 

SPECIAL CONDITIONS 
SCHEDULE 'H'  

01. If there is any typographical error or otherwise in the 'G' Schedule, the rates given in the relevant BSR on which Schedule 'G' 
has been prepared, shall prevail.  

02. The bidder shall follow the provisions of the builder labour regulation and abolition Act, 1970 & Rule, 1971. 
03. The JDA shall have the right to cause an audit for technical examination of the work and the final bills of the bidder including all 

supporting vouchers, abstracts etc. to be made within two years after payment of the final bills and if as a result of such audit, 
any amount is found to have been overpaid / excess in respect of any work done by the bidder under the contract or any work 
claimed by him to have been done under this contract and found not to have been executed, the bidder shall be liable to 
refund such amount and it shall be lawful for the JDA to recover the such sum from him in the manner prescribed in special 
condition no. 8 or any other manner legally permissible and if it is found that the bidder was paid less then that was due to him 
under the contract in respect of work executed by him under it, the amount of such underpayment shall be paid by the JDA to 
the bidder.     

4. Wherever any claim against the bidder for the payment of a sum of money arises out of under the contracts, the JDA shall 
be entitled to recover the sum by appropriating in part or whole of the performance security of the bidder, In the event of 
the security being insufficient or if no security has been taken from the bidder then the balance of the total sum 
recoverable as the case may be deducted from any sum then due or which at any time their contract with the JDA should 
this sum be sufficient to recover the full amount recoverable. The bidder shall pay to JDA on demand the balance remaining 
due. The JDA shall further have the right to affect such recoveries under P.D.R. Act.  

5. The rate quoted by the bidder shall remain valid for a period of 120 days from the date of opening of the bids. 
6. By submission of the Bid the bidder agrees to abide by all printed conditions provided in the PWD manual from 64 (Chapter 

3-para 36) and subsequent modification. 
7. No conditions are to be added by the bidder and the conditional Bid is liable to be rejected.  
8. If any bidder withdraws his Bid prior to the expiry of said validity period given at S. No. 5 or mutually extended prior or 

makes modifications in the rate, terms and conditions of the Bid within the said period which are not acceptable to the 
authority or fails to commence the work in the specified period, fails to execute the agreement the authority shall without 
prejudice to any, other right or remedy, be at liberty to forfeit the amount of bid security given in any form absolutely. If 
any bidder, who has submitted a Bid does not execute the agreement or start the work or does not complete the work and 
the work has to be put to rebidding he will stand debarred for six months from participating of Biding in JDA in addition to 
forfeiture of bid security/ Performance Security and other action under agreement 

9. Any material not conforming to the specifications collected at the site have to be removed by the bidder within a period of 
3 days of the instruction, issued by the Engineer -In charge in writing failing which, such material shall be removed by the 
Engineer-In charge at risk and cost of the bidder after the expiry of 3 days period. 

10. The material collected at the site and paid provisionally shall remain under the watch and ward of the bidder till it is 
consumed fully on the work.  

11. The rates provided in the Bidding documents are inclusive of all Taxes and royalties otherwise specified. 
12. No extra lead of earth/material shall be paid over and above as specified in 'G' Schedule, Source/ borrow pit area for the 

earth shall have to be arranged by the Bidder at his own cost. 
13. Undersigned has full right to reject any or all Bids without giving any reasons. 
14. As per the Supreme Court decision “All contracts with Governments shall require registration of workers under the building 

and other construction workers (Regulation of Employment and Conditions of Service) Act, 1996 and extension of benefits 
to such workers under the etc.” 

15. Special Conditions of the Contract regarding the Defect Liability Period (DLP) for works costing Rs. 25.00 lacs and more shall 
be applicable (Annexure-I). 

16. The Bidder is required to submit a copy of their enlistment as a contractor. 
17. Conditions of RPWA-100 will be mandatory & acceptable to the bidder. 
18. The bidder will have to install display boards at the site of work as directed by Engineer in charge.  
19. All the provisions of THE RAJASTHAN TRANSPARENCY IN PUBLIC PROCUREMENT ACT, 2012 and Rules, 2013 and 

amendments issued from time to time by the Finance Department, GOR shall be applicable. If there are any contradictions 
in existing special conditions and provisions of THE RAJASTHAN TRANSPARENCY IN PUBLIC PROCUREMENT ACT, 2012 and 
Rules 2013 provisions of THE RAJASTHAN TRANSPARENCY IN PUBLIC PROCUREMENT ACT, 2012 and Rules 2013 shall prevail. 

20. In case the rate received in the bid is below than BSR rate, additional Performance security shall be deposited by the bidder 
as per Rule 75 (A) of RTPP Rules. 

21. The Annexure “B” (RTPP Act/Rules) is mandatory to be fulfilled & signed with seal by the bidder failing which the bid shall 
summarily be rejected without asking for any clarification. 



 

22.  Contractors enlisted in JDA, should be get reviewed periodically. The registered bidder who has not been reviewed within a 
period of 5 years 3 months, shall not be allowed to participate in the bid. Contractors enlisted in other departments shall be 
as per the provision of PWF&AR              

Executive Engineer (Elect.-III) JDA, 
Jaipur 



 

JAIPUR DEVELOPMENT AUTHORITY, JAIPUR 

DETAILED SPECIAL CONDITION AND SPECIFICATIONS 

1. The scope of the Schedule ‘H’ and ‘G’ comprises HT/LT Line work on the road mentioned in 
schedule ‘G’ 

2. The tubular poles are proposed to be erected generally in the median strip of the road or sides 
unless otherwise instructions are given to change the alignment.  

3. The road in question in national, highway / important only road and as not only heavy traffic 
passes through the road but all the VIPs also pass through it the before it will be the contractor 
responsibility the provide all retendered caution signs during the execution of work at his own 
cost in order in to avoid any mis-happening. 

4. No opening shall be left uncovered during night. The bidder shall make all arrangement to avoid 
any claim if preferred on his account shall be the liability of the bidder. 

5. No road or part of the road shall be cut without taking the prior permission in writing from the 
competent authority. The permission shall be arranged by bidder on the request of JDA. 
However, any changes will be borne by JDA. 

6. The contractor shall be deemed to have carefully examined the specifications general condition 
and tender drawing etc. and they have been fully informed and have satisfied himself as to the 
nature and character of the work to be executed site conditions and other relevant matters and 
details. 

7. References to standard code specifications recommendation shall mean the attested addition of 
such publications of the work to be executed at site before the date of invitation to submit 
proposals. 

8. The excavated material shall be place within 1.5 Mtr. of the edge the half of the depth of the 
trench with have is more site clear shall be done within 24 hours. 

9. The work shall be carried out strictly complying within Indian Electricity Rules in forces and as 
per specifications for Electrical work issued by PWD Raj., Jaipur 1980. 

10. Trenching:  The trenches shall be of shaper size as instructed by the Engineer-In-Charge. 
(a) Width 
(i) The minimum width of trench for laying single cable shall be 35 Cm. 
(ii) Where more than one cable is to be laid in the same trench in horizontal formation. 

The width of the trench shall be increased such that the spacing between the cable 
shall be at least 20 Cm. 

(b)       Depth:  
         (i)       Where cable core laid in single tier formation in the total depth of           
                               shall not be less than 75 cm for cable upto 1.1 KV. 

(ii) When more than one tier of cable is unavoidable and vertical formation of laying is 
adopted depth of trench in (i) above shall increases by 30 cm for each additional tier 
to be formed. 

(iii) The depth shall be 1.0 Mtr. of 11 KV, 1.5 Mtr. For 33 KV. 
(c)       Excavation 
       The trench must be excavated straight and if it is necessary to give  
            band or curve radious of such trench shall be at least 12 time the    
            over all dia meter of the cable.                                                                                                     
(d)        Placing of the Cable 
        The cable must be places in the trench on band of fine sand of 8 cm  
            thick bed, and the cable shall be laid below water and sewer lines. 
(e) For the safe guard of cable it must have covering of clean dry rever sand or any other 

type of soil as directed by Engineer-In-Charge in not less than 17 cm. 
(f) Protection 

To protect the cable against mechanical damages the second class bricks or stone 
katla as specification shall be placed over the cable width wise. 



 

11. Satisfactory type/acceptance test that results wherever applicable conducted from Govt./Govt. 
approved laboratory as per ISS shall be submitted prior to use. The routine tests of cable shall 
be conducted only after delivery at site at his own cost. 

12. Earthing  
The ground Earthing shall be done generally confirming to IS specification of 3043-1966 all the 
work earth terminal be provided duly crimped/soldered. 

13. Controlling Panels 
The controlling panels such as main panel service pillar box and fuse boxes are to be installed in 
span. The rubber gasket bedding of high quality rubber is to be provided around all operable 
parts. The all hard works should be made corrosion resistant giving all chemical treatment 
before its fabrication and before final coat desired colour painting and red oxide primer should 
be applied. All internal connectives are be made with PVC insulated copper conductor with 
copper lugs dully crimped. The internal wiring shall be arranged with clips the bus bars and 
connection shall consists of drawn high conductivity copper strip with PVC 3 leaves tops of phase 
colours. 

14. Submission of drawing by the contractor  
The following two drawing are required to be submitted by the contractor. 

(i) Main Panel Drawing: The Contractor shall submit the drawing of main panel all 
dimensions all internal connection of diagram, well before its fabrication and obtain prior 
approval of the drawings from the competent authority. 

(ii) Completion drawings: The contractor shall submit the completion drawings of the   
project showing the roots of the cable and position of panel etc. 

15. Testing 
The following test shall be performed by the contractor at his own cost. 

(i) Continuity and installation test of cable: The contractor shall arrange for the continuity 
of cable for well use of the perfect of the cable. 

(ii) Mager Testing: The whole installation shall be arranged to be test by    contractor after its 
completion shall in presence of Engineer-In-Charge and results shall be recoated and singed 
jointly. 

16. Earthing Testing: Earth test shall be performed by the contractor and results will be used be 
recorded and signed jointly. 

17. Any other test for cable etc. required shall be arranged by the contractor. 
18. No condition of any short except as provided in the printed from schedule of quantities will be 

entertained. 
19. Conditions given in the bid from apply in full. 
20. The contractor shall have to obey the labour laws. The labour shall have to pay monthly and 

shall have first line on the bill of contractor, in case of complaint of labour and nonpayment of 
wages is received to the department. 

21. The rate of every item should be quoted against each in figures and in words as well for 
complete Non BSR Items. 

22. In case of any typographical error in nomenclature, unit and rate, the rates as per BSR on which 
‘G’ Schedule is prepared shall be binding on the tenders.  

23. In case of any dispute the Executive Engineer (Electrical-III) decision shall be final. 
24. The bidders are expected to be fully conversant with the general and special conditions of 

contract in force in this office. They must see the site of work acquaint themselves of the 
position of the materials. Fluctuation of the rates in the market, see the schedule and plans in 
the office and remove doubts, if any, before submitting their tenders. 

25. The JDA is not responsible for arranging any material whatsoever any the contractor will have to 
complete the work within the specified time with specified material and approved accessories, 
from the stock, non-availability of material or delay in the consignment will not be entertained to 
as an excuse for extension of time for completion of work. 

26. Contractor will not be paid extra for sales or any other tax. 
27. Bid must be submitted on the prescribed forms duly signed by the bidder on every page. 



 

28. All entries by the bidder should be in on ink only. Erasers and over writings are not permissible. 
All cancellation correction and insertions must be signed by the bidder. 

29. Rate quoted should be given for the work, separately in words and figures in case there is any 
difference in rates between words and figures the lower of the two will be taken as correct. 

30. All the papers signed by the parties to this contract and bond together and sealed shall deemed 
to form part of the contract bond and shall be read as conditions of contract. 

31. In every case in which by virtue for the provisions of section 12 sub section (I) of the workman’s 
Compensation Act. 1923 cost is obliged to pay compensation to a workman employed by the 
contractor of by a sub contractor for execution to said work Govt. will recover from the 
contractor the amount of the compensation paid and without prejudice to the rights of Govt. 
under section 12 sub section (2) of the said Act, Govt. shall be at liberty to recover such amount 
or any part thereof by deducting if from the earnest money deposited by the contractor to his 
credit or any other sum due by Govt. to the contractor whether under this contract or otherwise. 

32. The contractor should have submit safety certificate for equipment each year separately in 
maintenance period. 

33. The contractor shall arrange the certificate from electric inspector on completion of the electric 
installation at his own. However, any fee to be paid on this account shall be paid by the JDA. 

34. The entire material should be as per JDA BSR 2016 of Electrical work of Schedule 'G' & specified 
main materials of schedule 'H' and shall be of ISI marked. 

   I/We have carefully study the instructions / conditions mentioned above & do hereby 
undertake to agree for the same. 

 

SIGNATURE OF CONTRACTOR    EXECUTIVE ENGINEER (Elect.-III), 
WITHFULL ADDRESS:                  JDA, JAIPUR 

Note:- 

1. fdlh Hkh fufonk dks fcuk dkj.k crk;s fujLr fd;k tk ldrk gSA 
2- vkosnd @ laosnd dks fufonk izkIr djus ds fy;s vkosnu ds lkFk iath;u izek.k i= 

dh izfr izLrqr djuk vfuok;Z gSA 
3- vkosnd @ laosnd dks fufonk izi= ij viuk irk ,ao nwjHkk"k uEcj vafdr djuk 
vfuok;Z gSA



 

ANNEXURE '1'  
 

SPECIAL CONDITIONS OF CONTRACT REGARDING DEFECT LIABILITY PERIOD (DLP) FOR WORKS COSTING RS. 25.00 
LACS AND MORE 

Table-1  
S.No.  Type of work  DLP Period  

  
1.  Bridge Work  5 Years  
2.  CD Work  5 Years  
3.  CC Road. PQC Work  5 Years  
4.  CC tiles/Krebs/medians  5 Years  
5.  Drains  3 Years  
6.  Roads    
  (i) Two-layer WBM/GSB  6 months or one full rainy season whichever is 

later  
  (ii) For Renewal/Strengthening     
  (a) BT up to 30 mm thickness  1 Years  
  (b) BT above 30 mm to up to 40 mm  2 Years  
  (c) BT above 40 mm to up to 90 mm  3 Years  
  (d) BT above 90 mm thickness   5 Years  
  (iii) New Roads    
  (a)  BT up to 90 mm   3 Years  
  (b)  BT more than 90 mm  5 Years  

7.  Compound wall  3 Years  
8.  Building Work    
  (i) Work pertaining to Sanitary work electrical works, 

Joinery works and painting work.  
2 Years  

  (ii) Work pertaining to the Building structure and other 
civil works  

5 Years  

9.  Electric work except for maintenance  3 years  
10.  Sewer/Water supply including STP and water supply-

related work except for maintenance works.  
3 Years  

  
1. ROAD-WORKS  

1.1 The Defect Liability Period (DLP) for all Road works excluding patch repair work shall be as per the above 
table. Road works executed by the Contracting agency shall be maintained by them at their own cost for 
completion (DLP) from the actual date of completion of work as per the clause in the Contract 
Agreement and Special Condition of the Contract.  

1.2 No extra payment shall be made to the contracting agency on account of maintenance of Road works 
and removal of defect during the Defect Liability Period.  

1.3 The word “Road Works” means all new Road Works construction, widening, strengthening, up-gradation 
and renewal works    

1.4 The word “Maintenance of Road Works during Defect Liability Period” means   
(i) Routine maintenance of Road Works,   
(ii) To remove the defect as & when appear in part and the entire structure of Road Works, in the 

specified time and keeping the Road Surface with good riding quality and  
(iii) Damages due to improper drainage/drains, local flooding, depressions on roads etc.  

1.5 The contracting agency shall do the routine maintenance of Road works, including pavement, road side 
and cross drains including surface drains to the required standards and keep the entire road surface and 
structure in Defect free conditions during the entire period of routine maintenance, which begins at the 
completion of the construction work and ends after complete (DLP).  

1.6 The routine maintenance shall consist of the routine maintenance operation defined in the manual for 
the maintenance of roads of MoRTH and shall be carried out accordingly.  

1.7 The routine maintenance activities and their periodicity. 
S.No. Name of Item/Activity  Frequency of operations in one year  



 

1  Restoration of rain cuts and dressing of berms.    Once in a year, generally after rains.   

2  Making up of shoulders.   As and when required.   

3  Maintenance of Bituminous surface road and/or gravel road/WBM road 
including filling potholes and patch repairs etc.  

As and when required.  

4  Insurance of proper functioning of drains including civil maintenance 
and desalting of drains. (If constructed by the same Road agency or not)  

As and when required.  

5  Maintenance of road signs. (If installed by the same Road agency)  Maintenance as and when required. Repainting 
once in every one and a half years.   

6  Road Marking, Kerb Stone / Dand. (If done by the same Road agency) Thermoplastic Paint  
Maintenance as and when required. Repainting 
once in everyone & a half year.           
Ordinary Paint   
Maintenance as and when required. Repainting 
thrice in every year. 

7  Damages beyond the control of the agency.   Road cuts made by various agencies for utility, 
duly permitted by JDA / JNN will have to be 
repaired by the agency on the same rates of the 
contract agreement till DLP.  

  

 2. General  

2.1 Inspection of works during the Defect Liability Period   

2.1.1 The contracting agency shall undertake a joint detailed inspection along with Engineer-in-charge/A.En., at least once in 
three months in case of all Road works. The Engineer-in-charge can reduce this frequency in case of an emergency. The 
Contracting agency shall forward to the engineer in charge the record of inspection and rectification immediately after the 
joint inspection. The Contracting agency shall pay particular attention to those road sections, which are likely to be 
damaged during the rainy season.   

2.1.2 One register has to be maintained by every AEN for recording the inspection details of works in his jurisdiction under defect 
liability period.   

 2.2 Conditions Regarding Performance Security   
2.2.1 Security for DLP-  

The contracting agency shall have to furnish Performance Security in the form of Bank Guarantee valid from the actual date of completion, 
which shall be assigned by the Engineer-in-charge.  

2.2.2     The release of PS amount shall be as per following table 2 :-    
S.No.  

 
DLP 
Period  

1 Year  2 Years  3 Years  5 Years  

1.  After 1 year   100%  40%  20%  10%  
2.  After 2 year     60%  20%  10%  
3.  After 3 year       60%  10%  
4.  After 4 year         20%  
5.  After 5 year         50%  

  The Performance Security will be released as per the above table after a satisfactory performance certificate issued by Engineer-In-Charge:-  
2.2.3      Forfeiture of Performance Security 

In case the contracting agency fails to rectify the defects within the stipulated period notified to him by the Engineer-in-charge concerned 
under the contract agreement, the Engineer-in-charge shall serve a final notice for 5 days time reckoned from the date of issue of notice to 
rectify the defects. In case the contracting agency not responding to the notice and fails in the rectification of defects the Engineer-in-charge 
will get the defect removed at the risk and cost of the contracting agency. Action such as encashment of Bank Guarantee and action under 
enlistment rules etc. shall also be taken against the contracting agency by the competent authority.  

1.2.4 Force Majeure  
The defect that arises due to earthquakes, cyclones, and natural calamities shall not be the responsibility of contracting agency.   

2.2.5    Various conditions for managing DLP are as under :-  

(i) At the time of completion of work, final component shall be worked out for each individual item like BT/CC/tiles/ drains etc. 
(as per different categories in Table-I), DLP shall be operative based upon type of individual item ex:- CC-5 years, BT-1/2/3/5 
years, Drain-3 years etc.  

Released PS   



 

(ii) If any work, amount is less than Rs. 25 lacs but later on due to extra/excess work, if amount of final work cresses more than 
Rs. 25 lacs, DLP shall be operative as per rule for each individual item.  

(iii) Similarly, if any work is more than Rs. 25 lacs but after finalization amount of work is less than Rs. 25 lacs, DLP should be 
operative for six months or rainy season whichever is later.  

(iv) During DLP period if contractor fails to repair any work even after the issue of 7 days written notice, the same work shall be 
got executed by the respective Executive Engineer at the contractor’s risk and cost. This process shall be applicable 
throughout the DLP period. After completion of DLP period in such works contractor should be debarred and blacklisted, 
from JDA for three years as per RTPP rule 2012 and 2013 where his defaults twice in a single agreement or in two different 
works.  

(v) Quarterly Inspection as per rules shall be carried out and DLP registers shall be maintained by respective Executive 
Engineers to monitor the DLP repairs.  

(vi) Special and regular inspection shall also be carried out as per order no. JDA/XEN & TA to DE-I/2014-15/D-223 dated 
12.03.2015 and order no. SE (PMGSY) CIRCULAR 2006/D-115 dated 04.05.2006 Point no. 3.  

(vii) In case JDA feels to take up work on any existing DLP road due to any reason, the following procedure should be adopted:  
(a) At the time of withdrawal total liability of repairs as per DLP conditions to be carried out and the contractor shall be 

asked to complete the same. After completion of assessed repairs, DLP period shall be released after deduction amt. as 
per following table-III.  

Table-3 

            % Recovery on withdrawal of DLP 
of work order   

  
DLP period  

1 Year  2 Year  3 Year  4 Year  5 Year  

1 Year  1.12  -  -  -  -  
2 Year  2.55  1.43  -  -  -  
3 Year  4.38  3.26  1.83  -  -  
5 Year  9  7.88  6.45  4.62  2.47     

Note:- Calculation is to be done on a quarterly basis.  
(b) In case the Contractor fails to carry out these repairs, same shall be carried out at his risk and cost. If the total amt. of 

such repairs works out to be more than the total retained amount of PS same shall be recovered from other works and 
as per PDR rules. The amount as per Table 3 is also to be deducted in addition to this amount.  

(viii) Based upon the type of work, DLP conditions for works to be carried out during the DLP period with their frequency of the 
respective type of work shall be prepared by respective SE‟s after approval of these periods.  

3. In case patch repairs/civil maintenance works costing more than Rs. 25.00Lakhs, defect liability period will 
as per clause 37(C) of Contract Agreement. 

    
 Executive Engineer (Elect.-III) 

            JDA, Jaipur 



 

Annexure-2A 

Specified Bank Guarantee Performa for Bid Security 
Section - 6 

Form of (Bank Guarantee) -En cashable at the branch of the bank in Jaipur City. 
To 
Secretary, Jaipur Development Authority, Jaipur 
Sub:  
Bank Guarantee No. _________ dated __________ for [amount of Security in figures] [in words] on behalf 
of ________________________________ [Name of the Bidder] against Bid Security for 
the……...………………………………………………………………………………………………………………………………………..JDA 
Jaipur WHEREAS, _____________________________ [name of Bidder with address] (hereinafter called 
“the Bidder”) has submitted his Bid dated ............................. for the work of 
……………………………………………………………(here in after called “ the Bid ”). 
 

KNOW ALL PEOPLE by these presents that we  ________________________________ 
________________________________ (Name of Bank) of having our registered office at 
_________________________________[name of country] having our registered office at 
___________________ (hereinafter called “the Bank”) are bound unto Secretary, Jaipur Development 
Authority. (Hereinafter called “the Employer”) in the sum of Rupees __________________ [Amount of 
Security in figures] _________________ (in words) only for which payment will and truly to be made to 
the said Employer, the Bank binds itself, its successors, and assigns by these presents. 
That on demand of JDA , this Bank Guarantee is cashable at the following branch in Jaipur City. 
1. Name of Bank: 
2. Name of the branch with branch code: 
3. Address: 
4. E-Mail Id: 
5. Telephone No. 
6. Fax No.: 
 
SEALED with the Common Seal of the said Bank this ______ day of __________ of 20____. 
 

THE CONDITIONS of this obligation are: 
 
(1) if the Bidder withdraws his Bid during the period of Bid validity specified in the Form of Bid; 
(2) if the Bidder refuses to accept the correction of errors in his bid; 
(3) If the Bidder, having been notified of the acceptance of his Bid by the Employer during the period 

of Bid validity; 
(a) fails or refuses to execute the Form of Agreement in accordance with the    Instructions to 

Bidders, or 
(b) fails or refuses to furnish the Performance Security, in accordance with the Instructions to 

Bidders; 
 

We undertake to pay to the Employer up to the above amount upon receipt of his first written 
demand, without the Employer having to substantiate his demand, provided that in his demand the 
Employer will note that the amount claimed by him is due to him owing to the occurrence of one or more 
of the above conditions, specifying the occurred condition or conditions. 

 This Guarantee will remain in force up to and including the date 30 days after the date of 
expiration of the Bid Validity, as stated in the Instructions to Bidders, or any such extension thereto as 



 

may be agreed by the Bidder, a notice of which extension(s) to the Bank is hereby waived.  Any demand 
in respect of this Guarantee should reach the Bank no later than the above date. 

 The amount covered under the above Bank Guarantee shall be automatically credited in the 
accounts of JDA in ICICI Bank, JDA Campus, Jaipur through ISFC code No ICICI 006754. Bank Account No. 
675401700518 on the date of expiry or its validity, unless the agencies get it re-validated well before its 
expiry date or produce NOC from JDA in writing for its release. 

 

Date __________________________Signature of the Bank________________________ 

Witness___________________________ Seal _____________________________ 

[Signature, Name, and Address] 

[Note: To be furnished on appropriate non-judicial stamps & should be valid for the next 7 months 
from the bid opening date] 



 

Annexure-2B 

Specified Bank Guarantee Performa for Performance Security 
Section - 6 

Form of  (Bank Guarantee) -En cashable at the branch of the bank in Jaipur City. 
To 

Secretary, Jaipur Development Authority, Jaipur 

Sub:……………………………….  

Bank Guarantee No. _________ dated __________ for [amount of Security in figures] [in words] on behalf of 
________________________________ [Name of the Bidder] against Performance Security for 
the……...…………………………………………………………………………………………………………………………………..JDA Jaipur 
WHEREAS, _____________________________ [name of Bidder with address] (hereinafter called “the Bidder”) has 
submitted his Bid dated ............................. for the work of 
……………………………………………………………………………………………(herein after called “ the Bid ”). 

KNOW ALL PEOPLE by these presents that we  ________________________________ 

________________________________ (Name of Bank) of having our registered office at 
_________________________________[name of country] having our registered office at ___________________ 
(hereinafter called “the Bank”) are bound unto Secretary, Jaipur Development Authority. (Hereinafter called “the 
Employer”) in the sum of Rupees __________________ [Amount of Security in figures] _________________ (in 
words) only for which payment will and truly to be made to the said Employer, the Bank binds itself, its successors, 
and assigns by these presents. 

That on demand of JDA, this Bank Guarantee is cashable at the following branch in Jaipur City. 

1. Name of Bank: 
2. Name of the branch with branch code: 
3. Address: 
4. E-Mail Id: 
5. Telephone No. 
6. Fax No.: 
 

SEALED with the Common Seal of the said Bank this ______ day of __________ of 20____. 

We undertake to pay to the Employer up to the above amount upon receipt of his first written demand 
within valid period of this guarantee. 

 This Guarantee will remain in force up to and including the date 30 days after the date of expiration of the Bid Validity, 
as stated in the Instructions to Bidders, or any such extension thereto as may be agreed by the Bidder, a notice of which 
extension(s) to the Bank is hereby waived.  Any demand in respect of this Guarantee should reach the Bank no later than the 
above date. 

 The amount covered under the above Bank Guarantee shall be automatically credited to the accounts of JDA in ICICI 
Bank, JDA Campus, Jaipur through ISFC code No ICICI 006754. Bank Account No. 675401700518 on the date of expiry or its 
validity, unless the agencies get it re-validated well before its expiry date or produce NOC from JDA in writing for its release. 

Date_________________________Signature of the Bank________________________ 
 
Witness___________________________ Seal _____________________________ 
 
[Signature, Name and Address] 
[Note: To be furnished on appropriate non-judicial stamps.] 

 
 



 

Annexure A 
(RTPP Act/Rules) 

Compliance with the Code of Integrity and No Conflict of Interest  
 

Any person participating in a procurement process shall-  
 

(a) Not offer any bribe, reward or gift or any material benefit either directly or indirectly in exchange 
for an unfair advantage in the procurement process or to otherwise influence the procurement 
process;  

(b) Not misrepresent or omit that misleads or attempts to mislead so as to obtain a financial or other 
benefit or avoid an obligation;  

(c) Not indulge in any collusion, Bid-rigging or anti-competitive behavior to impair the transparency, 
fairness and progress of the procurement process;  

(d) Not misuse any information shared between the procuring entity and the bidders with an intent to 
gain an unfair advantage in the procurement process;  

(e) Not indulge in any coercion including impairing or harming or threatening to do the same, directly 
or indirectly, to any party or to its property to influence the procurement process;  

(f) Not obstruct any investigation or audit of a procurement process;  
(g) Disclose conflict of interest, if any; and  
(h) Disclose any previous transgressions with any entity in India or any other country during the last 

three years or any debarment by any other procuring entity.  
 

Conflict of interest: 
 

The Bidder participating in a bidding process must not have a Conflict of Interest. 
 

A Conflict of interest is considered to be a situation in which a party has interests that could improperly 
influence that party’s performance of official duties or responsibilities, contractual obligations, or 
compliance with applicable laws and regulations. 
 

A bidder may be considered to be in conflict of interest with one or more parties in the bidding process if, 
including but not limited to:   
 

(a) Have controlling partners/shareholders in common; or 
(b) Receive or have received any direct or indirect subsidy from any of them; or  
(c) Have the same legal representative for purposes of the bid; or  
(d) have a relationship with each other, directly or through common third parties, that puts them in a 

position to have access to information about or influence on the bid of another bidder, or influence 
the decisions of the procuring Entity regarding the bidding process; or  

(e) The bidder participates in more than one bid in a bidding process. Participation by a bidder in more 
than one bid will result in the disqualification of all bids in which the bidder is involved. However, 
this does not limit the inclusion of the same subcontractor, not otherwise participating as a bidder, 
in more than one bid; or  

(f) the bidder or any of its affiliates participated as a consultant in the preparation of the design or 
technical specifications of the goods, works or services that are the subject of the Bid; or  

(g) Bidder or any of its affiliates has been hired (or proposed to be hired) by the procuring entity as 
engineer-in-charge/consultant for the contract. 

 
 



 

 
 

Annexure B 

(RTPP Act/Rules) 

Declaration by the Bidder regarding Qualifications 

Declaration by the Bidder 

In relation to my/our Bid submitted to Executive Engineer (Elect.-III) for procurement of SITC and 

O&M for 2 Years of new cameras installed in JDA Offices Chitrakoot, Patrakar, Kanak Bhawan (Central 

Park) & JDA Campus (JLN Marg) in response to their Notice inviting Bid No. 37/2025-26. I/we 

..............................hereby declare under Section 7 of Rajasthan Transparency in Public Procurement Act, 

2012 that: 

 
1. I/we possess the necessary professional, technical, financial and managerial resources and 

competence required by the Bidding Document issued by the Procuring Entry;  
2. I/we have fulfilled my/our obligation to pay such of the taxes payable to the union and the state 

government or any local authority as specified in the Bidding Document. 
3. I/we are not insolvent, in receivership, bankrupt or being wound up, not have my/our affairs 

administered by a court or a judicial officer, not have my/our business activities suspended and not 
the subject of legal proceedings for any of the foregoing reasons; 

4. I/we do not have, and our directors and officers not have, been convicted of any criminal offense 
related to my/our professional conduct or the making of false statements or misrepresentations as 
to my/our qualifications to enter into a procurement contract within a period of three years 
preceding the commencement of this procurement process, or not have been otherwise 
disqualified pursuant to debarment proceedings; 

5. I/we do not have a conflict of interest as specified in the Act, Rules and the Bidding Document, 
which materially affects fair competition; 

 
 
 
Date:        Signature of the bidder 
 

Place:         Name: 
 

        Designation:  
 

        Address:  
 
Note:- Annexure “B” is mandatory to be fulfilled & signed with seal by the bidder failing which the bid 

shall summarily be rejected without asking any clarification. 
 



 

 
Annexure E 

(RTPP Act/Rules) 
Grievance Redressal during Procurement Process 

The designation and address of the First Appellate Authority :  
For works costing up to Rs. 300.00Lakhs - Jaipur Development Commissioner, JDA, Jaipur. 
For works costing above Rs. 300.00Lakhs - Executive Committee, JDA, Jaipur. 
The designation and address of the Second Appellate Authority: 
For works costing up to Rs. 300.00Lakhs - Executive Committee, JDA, Jaipur. 
For works costing above Rs. 300.00Lakhs - Principle Secretary/ACS, Urban Development  
      & Housing Department, GOR, Jaipur.  
(1)  Filing an appeal: -   

if any bidder or prospective bidder is aggrieved that any decision, action or omission of the 
procuring entity is in contravention to the provisions of the Act or the rules or the guidelines issued 
there under, he may file an appeal to First Appellate authority, as specified in the Bidding document 
within a period of ten days from the date of such decision or action, omission, as the case may be, 
clearly giving the specific ground or grounds on which, he feels aggrieved:  
Provided that after the declaration of a bidder as successful the appeal may be filed only by a 
bidder who has participated in procurement proceedings:  
Provided further that in case a procuring entity evaluates the technical bids before the opening of 
the financial bids, an appeal related to the matter of financial bids may be filed only by a bidder 
whose technical bid is found to be acceptable.   

(2) The officer to whom an appeal is filed under Para (1) shall deal with the appeal as expeditiously as 
possible and shall Endeavour to dispose it of within thirty days from the date of the appeal. 

(3) If the officer designated under Para (1) fails to dispose of the appeal filed within the period 
specified in Para (2), or if the bidder or prospective bidder or the procuring entity is aggrieved by 
the order passed by the first appellate authority, the bidder or prospective bidder or the procuring 
entity, as the case may be, may file a second appeal to the second appellate authority specified in 
the bidding document in this behalf within fifteen days from the expiry of the period specified in 
Para (2) or of the date of receipt of the order passed by the first appellate authority, as the case 
may be.  

(4)  Appeals not to lie in certain cases: -  
No appeal shall lie against any decision of the procuring entity relating to the following matters, 
namely: -  
(a) Determination of the need of procurement  
(b) Provisions limiting the participation of bidders in the bid process  
(c) The decision of whether or not to enter into negotiations  
(d) Cancellation of a procurement process  
(e) Applicability of the provisions of confidentiality  

(5)  Form of Appeals: -   
(a) An appeal under Para (1) or (3) above shall be in the annexed form along with as many copies as 

there are respondents in the appeal.  
(b) Every appeal shall be accompanied by an order appealed against, if any,  

Affidavit verifying the facts stated in the appeal and proof of payment of fee,  
(c) Every appeal may be presented to the first appellate authority or second  

The appellate authority, as the case may be, in person or through registered post or authorized 
representative. 

(6)  Fee for filing Appeal: -   



 

(a) Fee for the first appeal shall be rupees two thousand five hundred and for the second appeal shall 
be rupees ten thousand, which shall be non-refundable. 

(b) The fee shall be paid in the form of a bank demand draft or banker’s cheque of a scheduled bank 
in India payable in the name of the appellate authority concerned.   

(7)  Procedure for disposal of Appeal: -   
(a) The first appellate authority or second appellate authority as the case may be, upon the filing of 

the appeal, shall issue notice accompanied by a copy of the appeal, affidavit and documents, if 
any, to the respondents and fix a date of hearing 

(b) On the date fixed for hearing, the first appellate authority of the second appellate authority, as 
the case may be shall- 

(i)  Hear all the parties appeal presenting before him; and  
(ii) Peruse or inspect documents, relevant records or copies thereof relating to the matter. 
(c) After hearing the parties, perusal or inspection of documents and relevant  
 records or copies thereof relating to the matter, the appellate authority 

concerned shall pass an order in writing and provide a copy of the order to the parties to appeal 
free of cost.  

(d) The order passed under sub-clause (c) above shall also be placed on the state public procurement 
portal. 



 

Annexure F 
(RTPP Act/Rules) 

Additional Conditions of Contract 
 
1. Correction of arithmetical errors 
 

Provided that a financial bid is substantially responsive, the procuring entity will correct 
arithmetical errors during the evaluation of financial Bids on the following basis: 

 

(i) if there is a discrepancy between the unit price and the total price that is obtained by multiplying 
the unit price and quantity, the unit price shall prevail and the total price shall be corrected unless 
in the opinion of the procuring entity, there is an obvious misplacement of the decimal point in the 
unit price, in which case the total price as quoted shall govern and the unit price shall be 
corrected;  
 

(ii) if there is an error in a total corresponding to the addition or subtraction of subtotals, the subtotals 
shall prevail and the total shall be corrected; and  
 

(iii) if there is a discrepancy between words and figures, the amount in words shall prevail, unless the 
amount expressed in words is related to an arithmetic error, in which case the amount in figures 
shall prevail subject to (i) and (ii) above.  

 

If the Bidder that submitted the lowest evaluated bid does not accept the correction of errors, its 
bid shall be disqualified and its bid security shall be forfeited or its bid securing declaration shall be 
executed.  

 

2. Procuring Entity’s Right to Vary quantities. 
 

(i) At the time of award of the contract, the quantity of goods, works or services originally specified in the 
bidding documents may be increased or decreased, by a specified percentage, but such increase or decrease 
shall not exceed fifty percent, of the quantity specified in the bidding documents. It shall be without any 
change in the unit prices or other terms and conditions of the bid and the conditions of the contract.  
 

(ii) If the Procuring entity does not procure any subject matter of procurement or procures less than the quantity 
specified in the bidding document due to change circumstances, the bidder shall not be entitled to any claim 
or compensation except otherwise provided in the conditions of the contract. 
 

(iii) In case of procurement of goods or services, additional quantity may be procured by placing a repeat order 
on the rates and conditions of the original order. However, the additional quantity shall not be more than 
25% of the value of goods of the original contract and shall be within one month from the date of expiry of 
the last supply. If the supplier fails to do so, the procuring entity shall be free to arrange for the balance 
supply by limited bidding or otherwise and the extra cost incurred shall be recovered from the supplier. 

 

3. Dividing quantities among more than one bidder at the time of award (In case of procurement of 
Goods):-  

 

As a general rule, all the quantities of the subject matter of procurement shall be procured from the Bidder, 
whose Bid is accepted. However, when it is considered that the quantity of the subject matter of 
procurement to be procured is very large and it may not be in the capacity of the Bidder, whose Bid is 
accepted, to deliver the entire quantity or when it is considered that the subject matter of procurement to 
be procured is of critical and vital nature, then in such cases, the quantity may be divided between the 
Bidder, whose Bid is accepted and the second lowest Bidder or even more Bidder in that order, in a fair, 
transparent and equitable manner at the rates of the Bidder, whose Bid is accepted.  

 



 

ANEXTURE-“G” 

Process for Tender Participation & Depositing Payment on ‘Online Tender 
Participation’ Portal of JDA & Bid Submission on ‘e-Procurement Portal’ of 
Government of Rajasthan: - 
 

A*Process for Tender Participation & Depositing Payment on ‘Online Tender Participation’ Portal of JDA 
1-Participate in tender 

a) Bidder can access ‘Online Tender Participation’ Portal of JDA at https://jda.urban.rajasthan.gov.in/jda or 
by Single-Sign-On at http://service.jaipurjda.org. 

b) Create user Login with a valid mobile number to register yourself for various Online Services of JDA. 
c) Select ‘Proceed as Citizen’ and then ‘Proceed for Subscription’ for ‘Tender Online Payment’. The 

prevailing plan for getting registered for tendering process of JDA is Rs. 500.00 with a validity period of 3 
Years (renewable). 

d) After successful payment, re-login and upload required documents for KYC (Know Your Client) compliance 
as per the type of entity viz. Individuals/ Company/ Partnership Firms/ Trusts & foundations. Besides, 
Bank Passbook / Cancelled Cheque consisting of Bank Account, IFSC Code is mandatory to be uploaded, 
to refund the bid security of unsuccessful bidder. 

e) After receiving the payment successfully and approving KYC documents the bidder will be authenticated 
by JDA for taking part in Tender. 

2-Deposit Tender Fee, RISL processing fee and Bid Security (EMD)  
 Option-1: Payment Gateway (Aggregator) 

The facility to make payment through Debit Card, Credit Card, Net banking etc., will be available. User can 
use this facility from anywhere any time till the closing date & time of bid participation. 

 Option-2: Electronic Fund Transfer (EFT: NEFT/RTGS) 
If the bidder selects payment mode as EFT (NEFT/RTGS), “Paying Slip for EFT (NEFT/RTGS)” will be 
generated by the system for the complete amount. The payment can be made from any Bank any Branch 
using this Paying Slip through NEFT/RTGS (Claim against payment made through EFT in any other JDA 
bank account will not be acceptable and bidder stands disqualified from participation in the bid applied 
for). After successful transaction through NEFT/RTGS, as per the standard procedures it may take 4 to 24 
hours in process of confirmation of EFT through Auto-Process depending on the time of EFT done. 
Therefore, option to make payment through EFT (NEFT/RTGS) will be available till 48 hours prior to 
closing date of bid participation.  

3-Deposit Bid Security (EMD) 
The Bid Security (EMD) can be submitted through Bank Guarantee (BG). Bidder may opt Bank Guarantee (BG) 
against Bid Security (EMD), for which bidder requires to prepare BG before applying in the tender. The detail 
of BG requires to be fed on ‘Online Tender Participation’ Portal of JDA before paying balance amount (Tender 
Fee + RISL Processing Fee). This balance amount will be paid through Payment Gateway only, option to make 
balance payment through EFT (RTGS/NEFT) will not be available. 

4-Obtain Bid Participation Receipt 
After confirming payment, the bidder will get Bid Participation Receipt based on which user will get the 
payment details along with other details for bidding on e-Procurement portal of GOR.   

 In case of BG as the remaining payment will be done through Payment Gateway, on successful 
transaction the ‘Bid Participation Receipt’ will be generated on real time basis.  

 In case complete payment is done through Payment Gateway, on successful transaction the ‘Bid 
Participation Receipt’ will be generated on real time basis. 

 In case complete payment is done through EFT (NEFT/RTGS), on confirmation of payment from ICICI Bank 
(Auto Process) ‘Bid Participation Receipt’ will be available on Login of Bidder on JDA portal. 



 

 

B-**Bid Submission on ‘e-Procurement Portal’ of Government of Rajasthan 
1- Online e-Bid can be submitted after registration at e-Procurement Portal of Government of Rajasthan 

www.eproc.rajasthan.gov.in 
 
 

2- It is mandatory to upload Bid Participation Receipt with the bid submission. 
3- Details of online payment available on Tender Participation Portal of JDA have to be filled in ‘offline 

payment’ section of e-Procurement portal. 
Note 

1- Bidder (authorized signatory) shall submit their offer on-line in electronic formats both for technical and 
financial proposal. 

2- In case, any of the bidders fails to pay the Tender Fee, BSD, and RISL Processing Fee, online (subject to 
confirmation), its Bid shall not be accepted.  

3- To participate in online bidding process, Bidders must procure a Digital Signature Certificate (Type III) as 
per Information Technology Act-2000 using which they can digitally sign their electronic bids. Bidders can 
procure the same from any CCA approved certifying agency, i.e., TCS, Safe crypt, n Code etc. Bidders who 
already have a valid Digital Signature Certificate (DSC) need not procure a new DSC. Also, bidders must 
register on http://eproc.rajasthan.gov.in (bidders already registered on http://eproc.rajasthan.gov.in 
before 30-09-2011 must register again). 

4- JDA will not be responsible for delay in online submission due to any reason. For this, bidders are 
requested to upload the complete bid well advance in time so as to avoid 11th hour issues like slow 
speed; choking of web site due to heavy load or any other unforeseen problems. 

5- Bidders are also advised to refer "Bidders Manual Kit" available at e-Proc website for further details about 
the e-Tendering process. 

6- Training for the bidders on the usage of e-Tendering System (eProcurement) is also being arranged by 
DoIT&C, GoR on a regular basis. Bidders interested in training may contact e-Procurement Cell, DoIT&C 
for booking the training slot. 

Contact No: 0141-4022688 (Help desk 10 am to 6 pm on all working days) e-mail: eproc@rajasthan.gov.in 

Address: e-Procurement Cell, JDA, Yojana Bhawan, Tilak Marg, C-Scheme, Jaipur 

7- The procuring entity reserves the complete right to cancel the bid process and reject any or all of the 
Bids. 

8- No contractual obligation whatsoever shall arise from the bidding document/ bidding process unless and 
until a formal contract is signed and executed between the procuring entity and the successful bidder. 

9- Procurement entity disclaims any factual/ or other errors in the bidding document (the onus is purely on 
the individual bidders to verify such information) and the information provided therein are intended only 
to help the bidders to prepare a logical bid-proposal. 

10- The provisions of RTPPA Act 2012 and Rules thereto shall be applicable for this procurement. 
Furthermore, in case of any inconsistency in any of the provisions of this bidding document with the 
RTPP Act 2012 and Rules thereto, the later shall prevail. 

 



 

 

Jaipur Development Authority, Jaipur. 
Bid Participation Receipt 

 Date & Time:- 
Bid Detail  
Bid ID: Procurement Entity:- 
Bid Title:  
Bid Value: Bid Opening Place: 
Bidder Detail 
Name of Entity:  Mobile No.: 
Registration Type: Instrument Amount: 
Payment Mode:  Payment Channel: 
Instrument No.: Instrument Date: 
 
Dates Detail 

Sr. No. Event Name Event Date 
1 Publishing Date  
2 Bid Opening Date  

 
Specific Instrument for e-Proc Rajasthan 
Instrument Type 
Instrument Number Head Name Amount Date 
 Tender Fee   
 RISL Processing Fee   
 Bid Security Deposit   
Issuer Detail: Jaipur Development Authority Challan Number: 

 

More details about Registration Process, Terms and Conditions and FAQ along with contact detail is 
available on JDA website www.jda.urban.rajasthan.gov.in. 



 

 
Annexure - C Server for Video management software  

 

 
S.No 

 

 
Requirement 

 
Management Operations: The server manages the devices and the user accounts for an 
entire organization. Operators can assign different camera ranges, active use periods, and 
business roles for each user. The server also supports different schemes for various events, 
including video analytics, to record and view all event history information. 

 

 
Compliance (Yes/No) 

1 System Overview Auto-register (for 3G, 4G, Dynamic IP Address)  

 
 
 
 

 
2 

 
 
 
 

 
Functions 

Manage IP devices  

Modify device IP address and password  

Bind cameras for alarm configuration and POS transactions  

Role and User Management :Manage user permissions and roles for devices and 
control ,Assign user to defined roles, Assign appropriate permissions to specific users, 
Restrict user access by expiration dates,• Set user PTZ permissions, Lock users, 
Supports import domain user and assign roles to the user 

 

Event Management: Set alarm type, device, video channel, alarm input, video 
analytics alarm, thermal, vehicle, blacklist, face arming, Set alarm scheme: all day, 
weekday, weekend, or custom template, Set alarm priority: Low, Medium, High, Link 
recordings, snapshots, live video, alarm output, PTZ actions, or e-mail 

 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
3 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
System Features 

Storage  

• Set edge storage and central storage  

• Extend central storage via iSCSI/ SAS  

• Create recording plan by time template: all day template, weekday template, 
weekend template, and custom template 

 

• Backup video from edge storage devices (NAS, NVR, DVR, etc.) by schedule  

• Allocate disks and cameras to different groups to main disk quotas  

 
Map: Use Google online or offline maps, or raster maps, supports 2-level sub-map 
or higher, Configure camera, alarm input, and intelligent channel, and sub-map hot spots 

 

VideoWall: Display/Hide the screen ID, supports screen combinations, Bind the decode 
channel with the corresponding screen 

 

Face Database 
• Manage face libraries 
• Add faces one by one or import faces in batches to the library 
• Send face library to a facial recognition device and configure similarities 

 

Vehicle Blacklist: Manage vehicle blacklists • Arm and disarm vehicle blacklists • Import 
and export vehicle blacklists 

 

Backup and Restore  

• Automatically backup system database (daily, weekly, monthly)  

• Manually backup system database  

• Restore system database from a server or a local file  

System Dashboard  

• View overview and detailed system information  

• Check CPU, storage, and bandwidth running status  

• View device health report for service, device, and user online information  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

• View event information statistics: total and processed events  

• View video and alarm channel source information  

Logs  

• View system, administrator, and client logs  

System Dashboard  

• View overview and detailed system information  

• Check CPU, storage, and bandwidth running status  

• View device health report for service, device, and user online information  

• Supports HTTPS  

• View video and alarm channel source information  

Logs  

• View system, administrator, and client logs  

• Search and export logs  

Service Management  

• Supports HTTPS  

• Set device time calibration  

• Set log, alarm information, POS data, and Heat Map storage time  

Service Management  

Personnel Management  

• Enable/Disable the slaver server  

Personnel Management  

• Add, edit, and delete personnel and departments  

• Program card or fingerprint via USB or other readers  

• Authorize access by door or by door group  

• Set private passwords and face authentication  

• Manage guest, VIP, and employee access  

Access Control  

• Monitor door status and events  

• Set door groups and door levels  
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System Maintenance 

• Manage access rights  

• Use one key to lock/unlock doors  

• Link to fire control system  

• Set advanced door rules (pass back, first card unlock, for example)  

Annexure - C Server for Video management software  

  Attendance  

• Set access control devices as attendance stations  

• Manage attendance time periods  

• Manage and arrange shift time periods  

 
• Generate attendance reports, including attendance record, abnormality, card-swipe 

 

Flow Analysis  

• Generate daily, weekly, monthly, and yearly people counting reports  

• Generate heatmaps  

• Export people counting and heatmap data  

• Generate dwell time reports  

Object Detection  

 
• Take real-time snapshots and record information about human, and vehicles. 

 

• Extract attributes from snapshots  

• Search targets in database by criteria searching  

• Generate daily, weekly, or monthly attribute reports  

Thermal  

• Supports monocular and binocular thermal imaging devices  

• Reads temperature values from video frame  

• Acquire timed heatmap  

• Supports linear analysis, temperature curve on  

heatmap.  

• Save, import, and analyse heatmap  

Vehicle Entry  

• Edit parking lot information, including total and available spaces and parking lot 
name 

 

• Manage vehicles, owners, and cards  

• • Search historical pass records and export data  

• Generate daily, weekly, monthly, and annual vehicle entry statistics  

 VMS Client VMS Client shall include, as a minimum, the following  
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Live View 

• Display device tree; show/hide offline devices.  

• Display device IP address or device name on the device tree  

• View real-time video  

• Apply a common layout (1, 4,6, 8, 9, 13, 16, 20, 25, 36, 64) or a customized layout  

• Control PTZ cameras  

• Electric focus  

• Set manual recording (PC or central storage)  

• Take Snapshots  

• Perform instant playback and digital zoom  

• Apply Fisheye dewarping  

• Control smart tracking for speed dome, and panoramic cameras  

• Audio talk  

• Decode to a video wall  

• Turn on/off the audio in live view  

 
• Set Region of Interest: divide one window into 4 or 6 parts, one shows whole image 

 

and others show details  

• Display map in Live View and save current split as a view  

• Switch to Playback mode  

• Supports keyboard to control cameras in the Live View  

• Overlay POS transaction data and set POS overlay style  

• Adjust the video image and the display mode (full screen or original)  
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Playback 

• Playback recording from front-end devices or from central storage  

• Apply video filters: normal, motion, alarm, video loss, video tampering  

• Sync play  

• Reverse playback  

• Supports up to 64x fast play and 1/64x slow play  

• Playback frame-by-frame  

• Lock or mark important recording segments for central storage  

• Supports .avi, mp4, and OEM’s native format, video output  

• Decode to a video wall  

• Apply Fisheye dewarping  

• Take a snapshot  

• Switch to the Live View  

• Apply a common layout (1, 4,6, 8, 9, 13, 16, 20, 25, 36, 64 ) or a customized layout  

• Adjust the video image and the display mode (full screen or original)  

 
 
 
 
 

 
 
 
 
 

• View real-time and historical alarm information  

• View detailed alarm information (live video, record and pictures from related 
camera, 

 

alarm source location on the map)  

• Acknowledge alarms  



 

7 Event • Arm control for alarm source  

• Forward alarms to relevant users  

• Manually send alarm email to a relevant user  

• Search by alarm source, alarm time, status, handle user, and priority  

Annexure - C Server for Video management software  

  • Search alarm events and export the alarm list  
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Video Wall 

• Manually/ Automatically decode real-time video to a video wall  

• Manage video wall split  

• Change the video channel stream type  

• deliver video stream to control client  

• Tour the video channel in one screen  

• Set running task on the timeline for schedule plan  

• Loop different tasks and set duration time for tour plan  

• Supports keyboard to control the video wall.  
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Map 

• View live video or playback video on the map  

• Calculate area or length of a GIS map  

• Supports visible range and initial angle (for PTZ cameras only)  

• Displays visible alarm trigger on the map  
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People Counting 

• Generate daily, weekly, monthly, and yearly reports  

• Generate a Heat Map based on the people counting statistics  

• Export people counting and Heat Map data  

 
 
 

 
11 

 
 
 

 
Face Recognition (Should be supported) 

• Automatically captures faces in the camera's field of view  

• Extracts face attribute information from captured face  

• Real-time face comparison  

• Registers face to face library  

 
• Search for a face via face attribute, via uploading a face image, via records 

 

Comparison  

• Generate the track for the specific face  

• Generate daily, weekly, monthly attribute report based on gender and age  

 Mobile Client VMS Mobile Client shall include, as a minimum, the following  
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History Record 

• Mobile Client Application should show recently viewed channels, open live 
video or playback via history recordings and saves history recordings before 
replacing the oldest recording 
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Live View 

 
• The Mobile Client application should Open more than one channel at the same 
time, up to 16 channels, Supports high- definition (HD), standard-definition (SD), 
and Fluency (FL)stream types, Supports PTZ control, Supports horizontal screen 
play, One-key switch to playback, Take snapshots, record locally, and talk 
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Playback 

 
• The Mobile Application software should Replay device recordings and centre 
recordings (up to 8x and as slow as 1/8x),Marks the calendar to indicate whether there 
is a video on a particular day, Supports snapshot, Manually record to local device, 
Supports 1x, 2x, 3x, 4x, 1/2x, 1/4x, and 1/8x playback speeds 

 

15 Alarm Centre 
• Mobile Application should Subscribe to an alarm, Process alarms, View alarm video 
and picture, Search alarms 

 

16 Map 
• Mobile Application should Supports Google Maps, Displays the video channel on the 
map,view video and perform playback 

 

17 Other Functions 
• Mobile Application should View video from a channel and add channel as a favourite 
and view picture and video via a local file. 

 

18 
MAF and Technical 
Specification 

• Bidder need to submit the MAF and technical specification compliance on OEM 
letter head with seal and sign 
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Manufacturer qualification 

OEM of IP Camera/VMS shall have direct presence in India and shall be registered in 
India under the Companies Act, 1956/ 2013 since last 10 year or more. Any representation 
through any Dealer or Distributor network / Subsidiary/ consortium shall not be considered 
as direst presence. 

 

 
OEM IP Camera/VMS shall have manufacturing facility in India since last 7 years or more 
and Foreign OEM shall have manufacturing unit globally from last 10 Years or more. 
Supporting documents shall be furnished by the bidder along with technical bid. 

 

 OEM of IP Camera/VMS shall be fulltime member of ONVIF and quoted models shall be 
listed on ONVIF official website. The OEM shall not be suspended/ blacklisted by ONVIF 
as no bid submission date. 

 

 
The Camera/VMS OEM should be an affiliated / accredited Industry Training Partner of an 
appropriate active and approved training council of NSDC in field of electronic security / 
CCTV/ Video Surveillance or similar for a period of minimum two years. 

 

 The OEM of IP Camera/VMS shall have following ISO Certifications for Quality, 
Environment, Security management and Health & Safety Management system for 
manufacturing of all types of Cameras, NVR/ DVR including Components required for 
CCTV system. The Bidder/s shall attach the copy of theses ISO Certificate as part of 
technical bid. ISO9001:2015, ISO 14001:2015, ISO 27001:2013, ISO 45001:2018, 
IEC27032:2012, CMMI Level 5 

 

 CCTV/VMS OEM Turnver should be 500cr in last 3 Financial Year.  

 The CCTV Camera/VMS shall have Research and Development (R&D) Centre in India, the 
R&D Centre shall be registered with DSIR. 

 



 

 
The OEM of IP Camera/VMS shall comply to General Data Protection Regulation 
(GDPR). OEM shall have valid EPR (Extended Producer Responsibility) License/ 
Authorization No. from Central Pollution Control Board for Electrical & Electronic 
Equipment E-Waste. A copy of certificate shall be submitted as pert of technical bid. 

 

Annexure - C Server for Video management software  

  The OEM of IP Camera/VMS shall have its office and service/ support center in Rajasthan. 
Documentary proof shall be submitted as part of technical bid. 

 

 The OEM IP Camera/VMS shall not be from a country which shares a land border with 
India in compliance of the General Financial Rule 144 and its subsequent amendments. No 
OEM are allowed to participate in the bid having country of origin of such a country which 
shares land border with India. 

 

 
With reference to ‘Make in India’, following policies (including any further amendments, if 
any, as on bid submission day) will be applicable: 
In compliance to the said notification from MeitY, Bidder must ensure that OEMs must 
submit STQC Certificate with ER and BIS of the offered CCTV Camera by STQC 

 



 

Annexure D - SITC of 30 kVA Online Double Conversion UPS – Technical Specifications  

Parameter Specification Compliance (Yes/No) 
UPS Type Online Double Conversion UPS  

Capacity 30 kVA  

INPUT   

Rated AC Voltage 380V / 400V / 415V AC (3 Phase + Neutral + PE)  

Input Voltage Range 290V ~ 480V AC ± 5V  

Input Frequency Range 50 / 60 Hz ± 10% (Auto Sensing)  

Input Power Factor 0.92  

Walk-in Time 5 ~ 300 seconds (Configurable)  

BYPASS   

Rated Bypass Voltage 380V / 400V / 415V AC (3Ph + N + PE)  

Bypass Voltage Range +20%, –30% (Configurable)  

Bypass Frequency Range 50 / 60 Hz ± 10% (Configurable)  

BATTERY   

Battery Voltage 384 V DC Standard (360 ~ 408 V DC Configurable)  

DC Ripple Voltage ≤ 1%  

Charging Current (Max.) 0.10C to 0.25C up to 100–300 Ah at 100% Load (Configurable)  

Backup Time 30 Minutes  

Backup Capacity 24,960 VAH  

OUTPUT   

Rated Output Voltage 380V / 400V / 415V AC (3 Phase + Neutral)  

Output Frequency Auto Sensing 50 / 60 Hz ±1~10% (Sync Mode); 50/60 Hz ±0.1 Hz (Battery Mode)  

Voltage Regulation ±1%  

Harmonic Distortion (THDv) ≤2% (Linear Load); ≤5% (Non-Linear Load)  

Crest Factor 03:01  

Transfer Time Zero  

Efficiency Up to 95% (Double Conversion Mode); 99% (ECO Mode)  

Overload Capacity ≤125% for 10 min; ≤150% for 1 min; ≥150% for 300 ms  

Parallel Operation Up to 6 Units (Optional)  

DISPLAY & INDICATION   

Display Type LED + LCD Screen (10–60 kVA)  

LED Indications Bypass, Mains, Battery, Fault  

Audible Alarms Battery Low, DC High, Inverter Under/Over Voltage, Overload, Short Circuit, Fan 
Failure 

 

LCD Display Parameters Input V & Hz; Output V, A, kVA, kW, PF; Load % (Per Phase & Total); Bypass V & 
Hz; Inverter V & Hz; Battery Status 

 

Advanced LCD Info DC Bus Voltage, Charging Current, Discharging Current, Temperature  

PROTECTION   

Protection Features Short Circuit, Input Under/Over Voltage, Over Temperature, Over Current, Over Load, 
DC Bus Under/Over Voltage, Battery Low 

 

MECHANICAL & ENVIRONMENTAL   

IP Rating IP20  

Operating Temperature 0°C to 45°C  

Storage Temperature –10°C to 55°C  

Humidity 0 ~ 95% RH (Non-condensing)  

Altitude < 1500 meters  

Noise Level Low Audible Noise  

Dimensions (W × D × H) 430 × 830 × 1100 mm  

Weight 226 kg (30 kVA)  

COMMUNICATION & MONITORING   

Standard Interface RS-232  

Optional Interfaces SNMP / ModBus / Dry Contact / USB / RS-485  

Monitoring Software NetAgent Utility v5.8, ViewPower, UPSilon 2000, Muser 4000  

OEM Criteria & CERTIFICATIONS   

OEM Registration IEEMA Registered with valid State Production Certificate  

Quality Certifications ISO 9001, ISO 14001, ISO 45001, ISO 50001  

IT & Security Certifications ISO 20000, ISO 20001, ISO 27001  

Product Standards CE Certified  

Compliance Standards EN/IEC 62040-1, 62040-2 (EMC), 62040-3 (Performance)  

EMC Standards EN 61000-2-2, EN 61000-3, EN 61000-3-11  

Environmental Compliance RoHS Compliant  

Cyber Security Compliance ISA/IEC 62443-1 for SNMP & Software  

VAPT Certification Mandatory from CERT-IN Empanelled Vendor  

DOCUMENTATION   

OEM Documents MAF & Technical Compliance on OEM Letterhead  

 

 



Name of the 
Bidder/ Bidding 
Firm / Company :

Sl.
No.

Item Description Quantity Units Estimated Rate 
in 

Rs.     P

TOTAL AMOUNT  
With All Taxes in 

Rs.     P

TOTAL AMOUNT 
In Words

1.00 SITC of IP Based 5MP Dome camera: 1/2.8" or larger Progressive
Scan CMOS Sensor with resolution:(2560 x 1920) @30 fps. Should
Support H.264, H.265, MJPEG, Quad/Triple streaming profiles,
Frame rate upto 1-30 fps, 120dB WDR, 2DNR/3DNR, BLC.
Camera should support Open standard to support ONVIF
(PROFILE S, PROFILE G, PROFILE T), 1/1 Audio In/Out or
better and 1/1 Alarm In/Out or better, onboard storage upto
512GB (SD card not included). The camera supports advanced
Video Analytics (VA) including motion detection, and alarm
should be trigger on Tampering, Network disconnect, IP address
conflict. CCTV should have password protection, privacy mask,
IP address filtering, Metal Housing, Vandal-proof housing, IP67,
IK10, DC 12V & PoE, Complete with Junction box for cable
management. Operating Conditions within -20°C to 60°C or
better. The MAC address of Camera/NVR must be registered in
the name of OEM. Regulatory approvals include FCC, BIS/UL,
CE. CCTV cameras must be BIS Registered Cyber Security
Certified by STQC as per IoTSCS and meet the Essential
Requirement (ER) issued by MeitY for security. The CCTV OEM
should have its  service/ support center in Rajasthan. 
6/8 mm Lens more than 30 to 50 meter or above IR range

115.000 Each 16443.30 1890979.50

INR Eighteen Lakh Ninety  
Thousand Nine Hundred 

Seventy Nine & Paise Fifty  
Only

2.00 SITC of IP Based 5MP Bullet camera: 1/2.8" or larger Progressive
Scan CMOS Sensor with resolution:(2560 x 1920) @30 fps Should
Support H.264, H.265, MJPEG, Quad/Triple streaming profiles,
Frame rate upto 1-30 fps, 120dB WDR, 2DNR/3DNR, BLC.
Camera should support Open standard to support ONVIF
(PROFILE S, PROFILE G, PROFILE T), 1/1 Audio In/Out or
better and 1/1 Alarm In/Out or better, onboard storage upto
512GB (SD card not included). The camera supports advanced
Video Analytics (VA) including motion detection and alarm
should be trigger on Tampering, Network disconnect, IP address
conflict. CCTV should have password protection, privacy mask,
IP address filtering, Metal Housing, Vandal-proof housing, IP67,
IK10, DC 12V & PoE, Complete with Junction box for cable
management. Operating Conditions within -20°C to 60°C or
better. The MAC address of Camera/NVR must be registered in
the name of OEM. Regulatory approvals include FCC, BIS/UL,
CE. CCTV cameras must be BIS Registered Cyber Security
Certified by STQC as per IoTSCS and meet the Essential
Requirement (ER) issued by MeitY for security. The CCTV OEM
should have its service/ support center in Rajasthan. 
2.8/3.6/4/6/8 mm lens IR Range - 50mtr or higher

25.000 Each 17670.50 441762.50
INR Four Lakh Forty One 
Thousand Seven Hundred 

Sixty Two & Paise Fifty  Only

3.00 SITC of 3.5" 4TB internal HDD for cctv recording ,capable for
24x7 operation, hdd rpm capacity shoud be 7200 rpm or better,
Buffer should be 512 MB as required of following size. 12 TB 15.000 Each 37035.50 555532.50

INR Five Lakh Fifty Five 
Thousand Five Hundred 
Thirty Two & Paise Fifty  

Only

PRICE SCHEDULE
(This BOQ template must not be modified/replaced by the bidder and the same should be uploaded after filling the relevent columns, else the bidder is liable to be rejected for this tender. Bidders 

are allowed to enter the Bidder Name and Values only )

Percentage BoQ
Tender Inviting Authority:  JAIPUR DEVELOPMENT AUTHORITY, JAIPUR

Name of Work : SITC and O&M for 2 Years of new cameras installed in JDA Offices Chitrakoot, 
Patrakar, Kanak Bhawan (Central Park) & JDA Campus (JLN Marg)

Contract No:  EE (ELECT-III)/37/2025-26

Validate Print Help 



Sl.
No.

Item Description Quantity Units Estimated Rate 
in 

Rs.     P

TOTAL AMOUNT  
With All Taxes in 

Rs.     P

TOTAL AMOUNT 
In Words

4.00 SITC of Server for Video management software: The server
manages the devices and the user accounts for an entire
organization. Operators can assign different camera ranges,
active use periods, and business roles for each user. The server
also supports different schemes for various events, including
video analytics, to record and view all event history
information.,Auto-register (for 3G, 4G, Dynamic IP Address),
Manage IP devices, Modify device IP address and password,
Bind cameras for alarm configuration and POS transactions, SITC 
of Server for Video management software: The server manages
the devices and the user accounts for an entire organization.
Operators can assign different camera ranges, active use periods,
and business roles for each user. The server also supports
different schemes for various events, including video
analytics, to record and view all event history
information.,Auto-register (for 3G, 4G, Dynamic IP Address),
Manage IP devices, Modify device IP address and password,
Bind cameras for alarm configuration and POS transactions,
Manage user permissions and roles for devices and control,
Event Management • VMS Client-Live View • Display device
tree; show/hide offline devices • Display device IP address or
device name on the device tree• View real-time video• Apply a
common layout (1, 4,6, 8, 9, 13, 16, 20, 25, 36, 64) or a customized
layout• Control PTZ cameras• Electric focus• Set manual
recording (PC or central storage)• Take Snapshots• Perform
instant playback and digital zoom• Apply Fisheye dewarping•
Control smart tracking for speed dome, and panoramic
cameras• Audio talk• Decode to a video wall• Turn on/off the
audio in live view Mobile Client-• Mobile Client Application
should   show   recently   viewed channels,  open  live  video  or  

1.000 Each 947970.00 947970.00
INR Nine Lakh Forty Seven 

Thousand Nine Hundred 
Seventy  & Paise  Zero  Only

5.00 Supply, installation, testing and commissioning (SITC) of 30
KVA Online Double Conversion UPS with input voltage
380/400/415V AC, 3 Phase + N + PE, wide input range, input PF
≥0.92, static bypass, 384V DC battery system with minimum 30
minutes backup at full load, output 380/400/415V AC, 3 Phase +
N, ±1% voltage regulation, THD ≤2% (linear), ≤5% (non-linear),
zero transfer time, efficiency ≥95%, overload capacity 125% for 10 
min, 150% for 1 min, LCD/LED display, parallel operation up to
6 units, complete protections and alarms, IP20 enclosure, suitable
for operating temperature 0–45°C, complete in all respects as per
technical specifications. UPS OEM shall be IEEMA registered
and hold valid State Production Certificate, D&B financial rating
≥2A2, and certifications ISO 9001, ISO 14001, ISO 45001, ISO
50001, ISO 20000, ISO 27001. Product shall be CE certified
conforming to EN/IEC 62040-1, 62040-2 (EMC), 62040-3
(Performance), EN 61000-2-2, EN 61000-3, EN 61000-3-11, and
RoHS compliant. OEM shall provide Cybersecurity compliance
certificate as per ISA/IEC 62443-1 for SNMP and associated
software, along with VAPT certificate issued by CERT-IN
empaneled vendor. OEM Documents: MAF & Technical
compliance as per Annexure D in bid documents on OEM letter
head to be submitted with bid.

2.000 Each 921625.00 1843250.00

INR Eighteen Lakh Forty 
Three Thousand Two 

Hundred Fifty  & Paise  Zero  
Only

6.00 Smart City Surveillance with vehicle Identification & Counting:



Sl.
No.

Item Description Quantity Units Estimated Rate 
in 

Rs.     P

TOTAL AMOUNT  
With All Taxes in 

Rs.     P

TOTAL AMOUNT 
In Words

6.10 Supply, installation, testing and commissioning of Monitoring
software video surveillance all channels real-time live
monitoring simultaneously The VMS shall support client
applications including System client, Web client, Video wall
management client and mobile client, The VMS shall support
login by user name and password. It shall also manage all user
information, permissions, license, operation information and
system information, The VMS shall support unified time
synchronization among all devices in the system and daily user
and maintenance information management, The video recording
management shall support several types of storage device such
as DAS, NAS, IPSAN, direct storage etc. It shall enable centrally
management of NVR, storage devices offering video searching,
playback, managing and downloading, The video recording
management shall support several types of storage device such
as DAS, NAS, IPSAN, direct storage etc. It shall enable centrally
management of NVR, storage devices offering video searching,
playback, managing and downloading, Shall have Network
management server which regularly acquires the status of video
devices such as NVR, Network camera, storage boxes and
running status of servers of system, Shall have Network
management server which regularly acquires the status of video
devices such as NVR, Network camera, storage boxes and
running status of servers of system, Shall have an Alarm
management server which provides alarm events and maintains
the logs of alarm management. It shall also receive I/O alarms
triggered by alarm host such as recorder, camera and so on. IT
shall also be responsible to trigger linked actions like push alarm
notification to clients, sending e mail, calling presents in PTZ,
video wall linkages etc., Shall have an Alarm management server 

140.000 Each 10065.00 1409100.00
INR Fourteen Lakh Nine 

Thousand One Hundred  & 
Paise  Zero  Only

6.20 SITC of 55'' 4k Resolution or Better LED TV with remote control
and wall mount unit / floor stand complete with making
connections etc. as required. 7.000 Each 77425.00 541975.00

INR Five Lakh Forty One 
Thousand Nine Hundred 

Seventy Five & Paise  Zero  
Only

7.00 Supply , Installation, Testing and Comissioning of Managed
Layer-2 Intelligent PoE Giga Ethernet Switch providing 24 x
10/100/1000 MBPS PoE Giga Ethernet ports and with min 4 SFP
Giga Ports (provision for Fiber Giga connectivity) with provision
of minimum Stacking of 06 Switches with minimum 370 Watt
PoE Power Budget with related LAN Base Software including
making connections etc as required. All as per pre approved by
Engineer in charge. For additional technical parameters of
products/ work  , refer   Annexure "A" attached with this BSR .   

20.000 Each 149428.00 2988560.00
INR Twenty Nine Lakh Eighty 
Eight Thousand Five Hundred 

Sixty  & Paise  Zero  Only

8.00 Supply, Drawing and Testing of 4 pair, 23 AWG Solid Bare
Copper wire insulated with HDPE, Category 6A/Class Ea,
U/FTP (Unscreened/Foiled Twisted Pair), 100 Ohm Impedance,
Indoor Cable as per latest ammendments of ANSI/TIA/EIA-568
C.2 & ISO/IEC 11801 2nd Ed, The copper conductors should be
balanced twisted in pairs, Unscreened and Aluminum Foil
Sheilding of Individual pairs protected by a Low Smoke Zero
Halogen (LSZH)(IEC 60332-1) Jacket. Certified performance in a
4-connector configuration upto 100 Mtrs channel requirements &
transmission frequencies up to 500 Mhz. Should meet IEEE
802.3af & IEEE 802.3at for POE applications. Cable Should
support Ethernet 10GBASE-T according to the standards. in
existing MS/PVC Conduits/casing capping including making
connections to Information outlets and Patch Panels with jack &
ferruling at both ends for identification with necessary tools for
punching, stripping, crimping and testing etc as required.All as
per pre approved by Engineer in charge. For additional technical
parameters of products/ work , refer Annexure "A" attached
with this BSR .    

20300.000 Mtr. 95.00 1928500.00
INR Nineteen Lakh Twenty 

Eight Thousand Five Hundred  
& Paise  Zero  Only



Sl.
No.

Item Description Quantity Units Estimated Rate 
in 

Rs.     P

TOTAL AMOUNT  
With All Taxes in 

Rs.     P

TOTAL AMOUNT 
In Words

9.00 Supply and Installation of unsheilded/360 degree sheilded
Information outlets made of high impact plastic body with ABS,
FR Grade halogen free material with provision for protection
against dust in jack, suitable for Cat 6/6A application complying
to latest ammendments, According. to Cat. 6/6A channel, It
should support channel as well as components requirements of
Cat.6/6A standards at frequencies of up to 250 to 500 Mhz. Cat
6/6A unshielded/shielded Jack should be suitable to terminate 4
pair, 23/24 AWG solid/stranded wire diameters, using 100 Ohm
unshielded/shielded balance twisted pair cable, the jack should
have tooless/impact termination on reliable copper tin plated
Insulation displacement contact, with easy lock mechanism, It
supports IEC 60603-7-4 and complied with ANSI/TIA/EIA 568
C.2 standard. jack should be RJ11,RJ12 & RJ45 compatible.
Should support Ethernet 1.2 Gb/s ATM,Digital video and
broadband/baseband analog video, Voice over internet protocal
(VOIP) Specifications in existing modular/MS Boxes along with
necessory connections as required.All as per pre approved by
Engineer in charge. For additional technical parameters of
products/ work  , refer   Annexure "A" attached with this BSR .   

9.10 Cat 6, Un-sheilded Information Outlet
140.000 Each 398.00 55720.00

INR Fifty Five Thousand 
Seven Hundred Twenty  & 

Paise  Zero  Only

10.00 Supply & fixing of square Faceplate for Flush / Surface Mount
Information Outlets Single/Dual or Quad Aperture , material
should be PC+ABS body, Suitable for RJ45 unshielded/shielded
connection modules. Should match with I. O. OEM. Dimensions
should be 86mm X 86mm as required complete in all respect. All
as per pre approved by Engineer in-charge. For additional
technical parameters of products/ work , refer Annexure "A"
attached with this BSR

10.10 Dual Aperture
140.000 Each 101.00 14140.00

INR Fourteen Thousand One 
Hundred Forty  & Paise  Zero  

Only

11.00 Providing & Laying P.V.C. / XLPE insulated & P.V.C. sheathed
Un-armoured Copper cable confirming to IS:1554 P-I / IS :7098
P - I of 1.1 KV with electrolytic grade Copper made of copper
rods confirming to IS 613-1964, of purity >99.7 %, Inner / outer
sheath confirming to IS:5831 in existing RCC / Hume /
Stoneware / PVC pipe/ open duct/cable trench / Cable tray
(with cable tie) including testing etc. as required of following
size. OEM must have it's own in house NABL accrediated
Laboratory for testing procedure as per IS:10810 For additional
technical parameters of product / work refer Annexure 'A'
attached with this BSR

11.10 10.0 Sq. mm, 4 Core
1575.000 Mtr. 624.00 982800.00

INR Nine Lakh Eighty Two 
Thousand Eight Hundred  & 

Paise  Zero  Only

12.00 Supply and laying PVC Insulated and PVC Round Sheathed
Multi Core copper conductor (IS:694) and as per IS 8130 : 2013 of
1.1 kV grade . Wire should be made from 99.90 % purity copper,
stranding in acc. to IS:8130/IEC 60228 for lower watt loss ,
oxygen free for less chances of oxidization, insulation PVC type
A/C/D , flame retardant as per IS 10810-53, better amperage
rating as per IS:3961 part 5, in existing pipe / open trench /
Cable tray / on surface including making connection etc. as
required. For additional technical parameters of product / work
refer Annexure 'A' attached with this BSR

12.10 2.5 sq.mm x 3 core
10500.000 Mtr. 148.00 1554000.00

INR Fifteen Lakh Fifty Four 
Thousand  & Paise  Zero  Only



Sl.
No.

Item Description Quantity Units Estimated Rate 
in 

Rs.     P

TOTAL AMOUNT  
With All Taxes in 

Rs.     P

TOTAL AMOUNT 
In Words

13.00 Supply & Installation of IP-20 & IK-08 , UL Listed Wall mounted
Double Section Communication enclosure (Rack) made from
powder coated (60 to 80 Micron) CRCA sheet, front sturdy sheet
steel frame folded from one piece and welded with minimum
5mm toughened glass door,Vertical Mounting Rail 1.6 MM with
'U'Marking , with All round protective channel on the door
aperture, lock integrated on front door, top and bottom cover
with cable entry provision with gland plates, integrated side
walls, 2 pair of 19" angles with wall mounting provision on wall.
Accessories like: 1 No of 19" 1U Horizontal Cable manager, 1 No
of 90 cfm 230V AC Fan with 1 mts long cable, mounting
hardware , 1 No of 19" 1U, mountable socket strips with 5 nos of
5A universal sockets with 2 mts long power chord for supplying
power to switches, fans etc along with earth continuity kit,
indicator, moulded power supply cable. fixing on wall with
Suitable Anchor fastner etc as required.All as per pre approved
by Engineer in charge. For additional technical parameters of
products/ work  , refer   Annexure "A" attached with this BSR .   

13.10 15 U Rack with Width 600 mm & Depth 400 mm + 100 mm 

4.000 Each 18213.00 72852.00
INR Seventy Two Thousand 
Eight Hundred Fifty Two & 

Paise  Zero  Only

14.00 Providing & Fixing of Recessed/surface mounting heavy duty
horizontal type Double Door ( Metal / Glazed )Distribution
board with Metal end box made out from Galvanized steel /
CRCA sheet not less then 1.2 mm thick  conforming to IS-8623-1
& 3 /  IEC 61439- 1 & 3, powder painted complete with
reversible door (for double door DB only )100 amp.  insulated
copper bus bar/shorting link , copper neutral link, copper earth
link , color coded interconnecting wire set  of suitable rating and
din bar,masking sheet,  making internal DB  terminations with
copper lugs, Ferrules,  detachable gland plate, including making
connections, testing etc. as required. OEM shall have submit
NABL / CPRI / ERDA accrediated lab type test reports & All
as per pre approved by Engineer in charge. For additional
technical parameters of product / work refer Annexure 'A'
attached with this BSR

14.10 Metal door (Three phase) IK-09 and IP-43 with Metal end box,
12 Way 5.000 Each 8852.00 44260.00

INR Forty Four Thousand Two 
Hundred Sixty  & Paise  Zero  

Only

15.00 Providing & Fixing of Recessed/surface mounting heavy duty
Enclosure made out from Galvanized steel / CRCA sheet not less 
then 1.2 mm thick  conforming to IS-8623-1 & 3 /  IEC 61439- 1 &
3. powder painted complete with din rail  making internal DB 
terminations with copper lugs,  detachable gland plate, including
making connections, testing etc. as required.For additional
technical parameters of product / work refer Annexure 'A'
attached with this BSR

15.10 Suitable for Two / Three / Four module for MCB
15.000 Each 660.00 9900.00

INR Nine Thousand Nine 
Hundred  & Paise  Zero  Only

15.20 Suitable for Six / Eight module for MCB/ RCCB
5.000 Each 1099.00 5495.00

INR Five Thousand Four 
Hundred Ninety Five & Paise  

Zero  Only

16.00 Providing & Fixing of 240/415 V AC MCB with positive isolation
of 10 kA breaking capacity (B/ C/D tripping characteristic as per
type of load and site requirement) 4 KV impulse withstand
voltage, ISI marked IS 8828(1996) / conforming to IEC 60898-1
2002, IEC 60947-2, low watt losses, trip free mechanisum , energy
limiting of class 3 as per IEC, minimum phase termination
capacity of 35sq.mm. , conductor line load reversibility , IP 20
contact protection and fitted in existing distribution
board/sheets, minimum electrical operation 20,000 upto 20 A
rating and 10,000 upto 63 A, 5000 for 80 A & above rating
including making connections, testing etc. as required. OEM
shall have submit NABL / CPRI / ERDA accrediated lab type
test reports & All as per pre approved by Engineer in charge.
For additional technical parameters of product / work refer
Annexure 'A' attached with this BSR
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16.10 Four pole MCB (With B/C curve tripping Characteristics), 50/63
A rating 10.000 Each 1745.00 17450.00

INR Seventeen Thousand Four 
Hundred Fifty  & Paise  Zero  

Only

16.20 Double pole MCB (With B/C curve tripping Characteristics), 6 A
to 32 A rating 15.000 Each 566.00 8490.00

INR Eight Thousand Four 
Hundred Ninety  & Paise  

Zero  Only

17.00 S&F following sizes (dia.) of ISI marked virgin material MMS (
IS:9537 P - III ) PVC conduit along with ISI marked (IS:3419-
1988) accessories as required in recess including cutting the
wall, covering conduit and making good the same as required.
For additional technical parameters of product / work refer
Annexure 'A' attached with this BSR

17.10 25 mm
10500.000 Mtr. 56.00 588000.00

INR Five Lakh Eighty Eight 
Thousand  & Paise  Zero  Only

18.00 Providing & Fixing of modular type switch/ bell push duly ISI
marked (IS :3854) with CM/L no. printed and made out of
unbreakable and fire retardant vergin UV Stabilized
Polycarbonate with brass terminals and captive screws & silver
alloy contact tip with IP-20 rating ,minimum width of switch
toggle( PUSH PART ) should not less then 20mm, including all
as per pre approved by Engineer in charge,making connections,
testing etc. as required. For additional technical parameters of
product / work refer Annexure 'A' attached with this BSR 

18.10 10 A one way switch 
100.000 Each 55.00 5500.00

INR Five Thousand Five 
Hundred  & Paise  Zero  Only

18.20 16 A one way switch With Led  Indicator 
100.000 Each 113.00 11300.00

INR Eleven Thousand Three 
Hundred  & Paise  Zero  Only

19.00 Providing & Fixing of following modular accessories as per PWD
specification for electrical Works, made out of unbreakable and
fire retardant vergin poly carbonate with brass terminals and
captive screws & silver alloy contact tip with IP-20 rating ,
including all as per pre approved by Engineer in charge,making
connections, testing etc. as required. For additional technical
parameters of product / work refer Annexure 'A' attached with
this BSR

19.10 Blanking plate
100.000 Each 22.00 2200.00

INR Two Thousand Two 
Hundred  & Paise  Zero  Only

20.00 Providing & Fixing of following size mounting grid plates with
cover plates made from fire retardent UV established high
performance engineering plastic suitable for all universal metal
boxes for front installation & removal direct fit type complete in
all respect.All as per pre approved by Engineer in charge. For
additional technical parameters of products/ work , refer
Annexure "A" attached with this BSR .

20.10 8 Module
100.000 Each 155.00 15500.00

INR Fifteen Thousand Five 
Hundred  & Paise  Zero  Only

21.00 Providing & Fixing of Wiring Accessories OEM fabricated
following size virgin material UPVC modular boxes on surface
suitable for modular accessories as required.All as per pre
approved by Engineer in charge. For additional technical
parameters of products/ work , refer Annexure "A" attached
with this BSR .

21.10 6-8 Module
100.000 Each 216.00 21600.00

INR Twenty One Thousand 
Six Hundred  & Paise  Zero  

Only

22.00 Providing & Fixing of modular type lockable feature socket duly
made out of unbreakable and fire retardant vergin poly
carbonate with brass terminals and captive screws & silver alloy
contact tip with IP-20 rating , including all as per pre approved
by Engineer in charge,making connections, testing etc. as
required. For additional technical parameters of product / work
refer Annexure 'A' attached with this BSR
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23.00 6/16 A  shuttered socket
100.000 Each 176.00 17600.00

INR Seventeen Thousand Six 
Hundred  & Paise  Zero  Only

24.00 Providing experienced and Highly skilled/skilled/ semi-
skilled/Un Skilled labour for electric repair/ maintenance /
operation of Air conditioning/Air cooling/Fire
fighting/Lift/DG set/CCTV/EPABX or any other
electromechanical systems as per requirement (one shift of 8 Hrs
per day) Add extra for working days

24.10 Highly skilled Labour
2190.000

Each Per 
Day

436.00 954840.00
INR Nine Lakh Fifty Four 
Thousand Eight Hundred 
Forty  & Paise  Zero  Only

Total in Figures 16929276.50

INR One Crore Sixty Nine 
Lakh Twenty Nine 

Thousand Two Hundred 
Seventy Six & Paise Fifty  

Only

Quoted Rate in Figures Select 0.00 INR Zero Only

Quoted Rate in Words INR Zero Only


